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AFFRI® 
Via M. Tagliaferro, 8
I-21056 INDUNO OLONA - CEE - (VA) - ITALY
Tel. +39 0332 201533 +39 0332 206289
Fax +39 0332 203621
info@affri.com - www.affri.com

Exclusive distributor:
OMAG di AFFRI D. S.r.l.
Via M. Tagliaferro, 8
I-21056 INDUNO OLONA - CEE (VA) - ITALY
Tel. +39 0332 200546 
Fax +39 0332 203704
info@omagaffri.com

AFFRI Inc.
111 S. Lombard Rd Unit #4
ADDISON, IL 60101 - USA
Tel. 224 374 0931 - 630 303 1588
sales@affriusa.com 
www.affri.com
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- Brinell hard metal ball indenter Ø 1 - 2.5 - 5 mm
- Brinell hard metal ball indenter Ø 1/2”-1/4”-1/8” for plastics
- Brinell test block
- Vickers diamond 136° indenter
- Vickers test block
- Microscope with illumination
- 80 column printer with input RS 232 C
- Computer for data processing
- Customised programs for measurement results can be supplied
- Clamping of piece

1 HRC diamond indenter
1 HRB ball indenter Ø 1/16”
1 HRC-N test block
1 HRB-T test block
1 V flat anvil 60 mm diameter
1 flat anvil 60 mm diameter
1 double face spot anvil V and flat 25 mm diameter
1 Wooden case with tools
1 Test certificate and warranty
1 Tables for hardness conversion
1 Dust cover

AT REQUEST

STANDARD ACCESSORIES

Technical characteristics - 250 DRM/DRMC

Action

Just press one button and the Affri® system cycle starts:
• The Indentation head approaches to the sample
• Establishes a surface reference point
• Performs the analysis
• Releases the sample
This cycle is fully automatic. It avoids any risk of human errors and improves accuracy

Accuracy Better than 0.5 %

Temperature Range From 10 °C  to 35 °C

Data Output RS 232 C (USB as option)

Power Supply 110 or 220 V /  50÷60 Hz

Principle of Operation Load Cell

Preload 29.4 - 98.1 N (3 - 10 kgf)

Force Range

Rockwell 588.4 - 980.7 - 1471 N (60 - 100 - 150 kgf)
Superficial Rockwell 147.1 - 294.2 - 441.3 N (15 - 30 - 45 kgf)
Brinell (Only mod. 250 DRMC) 49.03 - 61.29 - 98.07 - 153.2 - 245.2 - 294.2 - 306.5 - 
612.9 - 1226 - 1839 N (on request 2452 N)
(5 - 6.25 - 10 - 15.6 - 25 - 30 - 31.2 - 62.5 - 125 - 187.5 kgf - on request 250 kgf)
Vickers 29.42 - 49.03 - 98.07 - 147.1 - 196 - 294.2 - 490.3 - 980.7 
N (3 - 5 - 10 - 15 - 20 - 30 - 50 - 100 kgf) 

Feasible Tests

Rockwell: HRC A - D - B - F - G - L - M - R

Superficial Rockwell: HRN + HRT + HRW

Brinell (Only mod. 250 DRMC): HB 30 - HB 10 - HB 5 - HB 2.5 MPa (F/D2)

Vickers (only indentation): HV3 - HV5 - HV10 - HV15 - HV20 - HV30 - HV50 - HV100

Standards EN-ISO 6506-2 / EN-ISO 6507-2 / EN-ISO 6508-2 / EN-ISO 2039 / ASTM E-18 / ASTM E-103

Vertical Stroke 215 mm

Depth Capacity 190 mm

Tolerable Weight 900 kg

Fields Of Use
For all metals: iron, steel, tempered steel, cast iron, brass, aluminium, copper and metal alloys. 
Heat treatment, hardening, nitriding, cementation and hardfacing. Hard and soft plastics.

Packing Weight 85 kg

Packaging Measurements 34 x 54 x 99 cm


